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2.0mm Pin Header SMD Type

K200PSX Series

Click here for more information

B Specifications

Currentrating:2.0AAC/DC

Voltage rating:250V AC/DC
Contactresistance:20m ohm. max.

Insulation resistance:1000M ohm. Min.
Withstanding voltage:500V AC for one minute

Operating temperature range:-40°C to +105°C

B Material and Finish
Insulator:High Temp. Plastic(UL94V-0)
Contact:CopperAlloy
Plating:Gold Plated

Single Row
K200PS2X-XX-G

K200PS2X-XX-G

M Ordering Information

K200 F:’S 1X-X9X-X-G-T

B Recommended PCB Layout

% % K

o
M

5.08

2.00

e 0
@ =Series |@ =No.of | @ =Pin 1 Orientation
Contacts 1=type 1
2=type 2

@ G=gold

2.0X(No. Of Contacts-1) ~

K200PS1X Series Type 1
2.0X(No. Of Contacts-1)

* T - Tape and Reel Packaging

K200PS2X-XX-G-T

(1] o O
@ =Series | @ =No. of ® =G=Gold
Contacts

*T - Tape and Reel Packaging

o_ 79 77 77 77
A L v B B B
K200PS1X Series Type 2

BHEHEHE

5,0+0.05

A\

NN
By

Wi u W

3Emmmmmz
2

0.85

2.0+£0.05

K200PS2X Series

Unit:mm

KYCON, Inc. * Tel: +1 408-494-0330 * US: 1-8883-KYCON-22 « Fax: +1 408-494-0325 « www.kycon.com

L00¢


http://anacapa.kycon.com/WebScript.nsf/partSearchDXLxsltNF?OpenAgent&Start=1&Count=20&Keyfield=part_id&Query=K200PSX*

	stock: 


